Datasheet

ANALYZERS

Filtration Unit

DESCRIPTION

<— MOUNTING SET

The 3S filtration system is connected to a 3S analyzer and

filters out suspended solids to provide a clean sample to the

analyzer. FILTRATION UNIT

The filtration system has an automated backflush system

that uses compressed air to clean the filter element. COMPRESSED AIR/WATER
As the main volume of the sample stream passes through ‘ MAX: 3 BAR (45'31 PSI)
the polypropylene or stainless steel filter quickly, only the »

sample quantity necessary for the analysis is filtered. This L—) FILTERED SAMPLE TO

FLOW LOOP RESERVOIR

avoids a build-up on the filter element.
The filter assembly is equipped with a programmable

electronic timer that controls the backflush operation.

Power supply: 220 VAC or 110 VAC <—— SAMPLE INLET 1"
Filter's connections to the process: 1" NPT ——>» SAMPLE OUTLET 1 1/2"

EXPLODED VIEW

FILTER ELEMENTS STAIMLESS STEEL
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A4GFFILI00 - 100 MICRON
.+ CLEAMING TIMER FOR A46FFILO300 - 300 MICRON

A46FFILOS00 - 500 MICRON
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A4GFFILNR,
3 O-RING FOR FILTRATION
= €——  UNIT (1" SIDE)
' CLEANING VALVE FOR SEEILORd
FILTRATION UNIT —3» :
A4GFFILEVZ4 N - e ?'
A46FFILEV110 \ W b ¢ PP FILTER BODY

A4GFFILEVZ20 AAGFFILPP

SET OF FITTINGS (4 PCS)
A46FFILFS SS FITTING 1/4" -
A4GFFILSS14

O-RING FOR FILTRATION UNIT

(BIG- FILTER ELEMENT SIDE)
A4GFFILOR
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TECHNICAL SPECIFICATIONS

Filter Body Material

Protection Grade

Power Consumption

Cleaning Interval Period

Weight (filtration unit only)

Sample Outlet Connection

Filter Outlet Connection (Sample Outlet)

Sample & Ambient Temperature

Minimum Sample Line Flowrate

Compressed Air or Water Pressure

PP (polypropylene)

IP65

1 - 45 minutes (selectable)

Approx. 1 Kg (2.2 Ibs)

38.1 mm (1.5in)

6.0 mm (0.24 in) O.D. tubing

5-55°C (41-131°F)

0.1 m3/h (100 L/h)

At least 20% above sample line pressure up to 3 bar (43.51 psi)

ORDERING INFORMATIONS

Power Supply 110 VAC

e A46SF10100 - Filtration unit 10 micron 110 VAC
e A46SF50100 - Filtration unit 50 micron 110 VAC
* A46SF10010 - Filtration unit 100 micron 110 VAC
* A46SF30010 - Filtration unit 300 micron 110 VAC
e A46SF50010 - Filtration unit 500 micron 110 VAC

¢ A46SFMKITO - Mounting set for filtration unit

Power Supply 230 VAC

e A46SF10200 - Filtration unit 10 micron 230 VAC
® A46SF50200 - Filtration unit 50 micron 230 VAC
e A46SF10020 - Filtration unit 100 micron 230 VAC
* A46SF30020 - Filtration unit 300 micron 230 VAC
® A46SF50020 - Filtration unit 500 micron 230 VAC

¢ A46SFMKITO - Mounting set for filtration unit
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